




















3" CLR

3" CLR

3" CLR

3" CLR

3" CLR

1'-0"
MIN

1'-0"
MIN

NO SCALE

THICKENED SLAB

NOTE:
1. SILL PLATE SHALL BE FASTENED 4" MIN FROM EACH END & 48" O.C. MAX
W/ 1/2" DIA A.B. - ALTERNATE- USE POWDER ACTIVATED FASTENERS @ 16" O.C.
W/ MIN 1" PENETRATION OR EXP BOLTS W/ 8" MIN EMBED.
2. FOR INT SHEAR WALLS SEE SHEAR WALL SCHED FOR ANCHOR BOLT SPACING.

2 X CONT PRESSURE
TREATED SILL PLATE.

1" ELEVATED
MTL
POST BASE

WOOD POST- SEE PLAN
SEE FTG & FDN PLAN &
SCHED FOR FTG SIZE & REINF

INT BRG WALL

SPOT FTG

CONT FTG

CROSSWISE REINF

INDICATES ISOLATED
FTG
IN CRAWL SPACE
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CL

SQ PIER RD PIER

ALT CONST
METHOD

ONE-PIECE
FORM

3"CLR

8"
M
IN

3"
CLR

WOOD BM OR POST (NOT
SHOWN) - SEE FRMG DETAILS
NOTE 1" MIN STANDOFF
REQUIRED

CHAMFER OR TOOL EDGE

CONC PIER - SEE
PLANS
(12" DIA TYP)

#4 DWLS-VERTS @ 12" MAX
O.C. EACH FACE (4) MIN

SEE FTG & FDN PLAN &
SCHEDULE FOR FTG
SIZE AND REINF

GRADE

B.O. FTG
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CONCRETE PIER
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THIS DETAIL FOR RESIDENTIAL CONSTRUCTION ONLY

48" (MIN)
BTWN STEPS

BAR LAP
8" (MIN)

B
A
R
LA
P

BAR LAP

12
"

2"

BAR LAP BAR LAP

12
"

24" (MIN) 24" (MIN)24" (MIN)

24
"(
M
IN
)

BAR LAP

24" (MIN)

B
A
R
LA
P

24
"(
M
IN
)

BAR LAP

24" (MIN)

ALT DIRECTION

HOOK HORIZ REINF
OR USE CORNER BARS

HOOK HORIZ REINF
OR USE CORNER BARS

48" STEP (MAX)
24" RECOMMENDED

WALL
THICKNESS 3" CLR

3"
C
LR

SET REINF @
CTR OF FDN
WALL U.N.O.

FTG
DEPTH

FTG DEPTHHOOK REINF
OR USE

CORNER BARS

(2) #5 DIAG
X 8'-0" IN FDN

THIS DETAIL FOR RESIDENTIAL CONSTRUCTION ONLY

TALLER STEPS
ALLOWED ON BEDROCK

NO SCALE

FOOTING & FOUNDATION

FTG
INTERSECTION

FTG
CORNER

FDN
CORNER

FDN
INTERSECTION

CONC CAST AGAINST AND
PERMANENTLY EXPOSED TO EARTH

CONC EXPOSED TO
EARTH OR WEATHER

#6 THRU #18 BARS 2
#5 BAR & SMALLER 1-1/2

CONC NOT EXPOSED TO WEATHER OR IN CONTACT W/ GROUND

#5
22 1/2

#6
27 32

#7

#11 BAR & SMALLER

#8
36 41

#9

1-1/2
3/4SLABS, WALLS & JOISTS

BEAMS, COLUMNS, PILASTERS PRIMARY REINF & TIES
NOTE: INCREASE COVER IN CORROSIVE SOILS

TYP REINF BAR LAP (IN.)
#4
18

3

MINIMUM COVER (IN.)

A A

B B

C

C

CONC PROTECTION FOR REINF

FTG CORNERS B-B

STEP N FTG / FDN C-C

FDN CORNERS A-A

FROST DEPTH
PER LOCAL CODE

TYP FDN SECTION
NOTES:
1. CONCRETE FOOTINGS ARE PERMITTED TO BE CAST AGAINST EARTH
WHERE SOIL CONDITIONS DO NOT REQUIRE FORMING
2. THE TOP SURFACE OF FTGS SHALL BE LEVEL. THE BOTTOM SURFACE
OF FOOTINGS IS PERMITTED TO HAVE A SLOPE NOT EXCEEDING 1 10.
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NO SCALE

CONSTRUCTION / CONTROL JOINT

HALF ROUND
KEYWAY (SHOWN)
OR TAPERED

JOINT SEALER
RECOMMENDED
@ EXTERIOR JTS

CONTROL JOINT
STRIP, ZIP
STRIP,
OR SAW CUT

NOTES:
1. CONTROL JT SPACING RULE OF THUMB IS 24X SLAB THICKNESS 4" SLAB - 8'-0" MAX
O.C. EACH WAY 6" SLAB - 12'-0" MAX O.C. EACH WAY.
2. SAW CUT WITHIN 6-18 HOURS OF POURING CONC - 24 HOURS MAX CONC MUST BE
HARD ENOUGH TO PREVENT RAVELING OF JT EDGES OR DISLODGING OF COARSE
AGGREGATE.
3. ALL SLABS-ON-GRADE SHALL BE OVER 4" OF -3/4" FREE DRAINING GRANULAR FILL,
BEARING ON UNDISTURBED NATIVE SOIL OR ENGINEERED GRANULAR FILL.

TOOLED JOINT

CONST JOINT

CONTROL JOINT
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MIN SLAB-ON-GRADE
THICKNESS 3-1/2"

FOUNDATION SCHEDULE

THIS DETAIL FOR RESIDENTIAL CONSTRUCT ON ONLY

6 FT
MAX

E
I

4' MAX HT
(BACK FILL)

RET WALL
FDN REQD

NO SCALE

FOUNDATION REINFORCEMENT

T.O. DWL

T.O. FTG

T.O. SLAB

T.O. FDN

VERT REINF -
@ CTR OF WALL EXTEND
TO W/IN 3" (MAX) 1 1#2"
(MIN) OF TOP OF WALL

DWLS TO
MATCH VERTS

4" MIN SLAB
THICKNESS
SLAB ON GRADE

HORIZVERT
FOUNDATION WALL

MAX HEIGHT
REINF STEEL

#4 @ 12"
9' / 10'

12'
>12'

#4 @ 12"

M
AX

H
E
IG
H
T

THICK

#5 @ 12"/ 10"

10" MIN
SEE DEEP FDN DETAILS

HORIZ REINF -
(1) BAR W/IN TOP 4",
(1) BAR W/IN BOT 4",
OTHERS @ EQ SPACE

V
A 4"
TY
P

FTG 9"X20" MIN w/ (2) #4XCONT
SEE PLAN & SCHEDULE

NO TOP
EDGE

SUPPORT

#4 @ 12"

O
P

ED
G

E
S

O
R

TE
D

FDN
SECTIONS

#4 @ 16"

#4 @ 12"#4 @ 6"
11'

#4 @ 10"#5 @ 12"

#4 @ 10"

9" / 10"
#5 @ 9" #4 @ 10"

REINF FREE STANDING FDN (NO BACKFILL
EITHER SIDE) & FDN EQUALLY BACKFILLED
EA SIDE SAME AS 8' TYP MAX HT FDN

2XCONT PRESSURE
TREATED SILL PL

B
A
R
LA
P

24
"M
IN

6" MIN

8" M
8 N

8" MIN

FLOOR
FRAMING &
DIAPHRAGM

≤4'

>6'

#4 @ 16" 4 @ 12"8" MIN

SEE RE NING WALL DTLS
≤8' TYP

M
A
X
H
E
IG
H
T

(B
A
C
K
FI
LL
)

NO TOP EDGE SUPPORT

T.O. FDN

T.O. FDN

T.O. FDN

FLOOR FRAMING

GRADE

C
O
R
N
E
R

GRADE

FOUNDATION ELEVATION

S
TE
P S
TE
P

"STEP
HERE"

T.O. FDN

T.O. SLAB

BACK
FILL

BACK
FILL

NOTES:1. BASED ON 3,000 PSI CONC AND 60,000 PSI REINF.
2. SILL PL SHALL BE FASTENED W/ A.B. AS INDICATED IN PLAN & SHEAR
WALL SCHED. 5#8"� MIN @ 32" O.C. MAX W/ 7" MIN EMBED & 3#16"X2"X0'-2"
PL WASHERS.
3. RETAINING WALL TYPE FTG & FDN MUST BE INSTALLED WHERE TOP OF
FDN IS NOT SUPPORTED W/ FLR OR ROOF DIAPHRAGM. RETAINING WALL
FDNS REQUIRE WIDER FTGS, ADDL REINF & SPECIAL PLACEMENT OF
REINF & DWLS. RECOMMEND THAT FDN WALL MAINTAINS FULL HT UNTIL
MAX HT OF BACK FILL ≤ 4 FT. SEE RETAINING WALL DETAILS.

NOTES APPLICABLE TO
ALL SECTIONS

BACK
FILL

CRAWL
SPACE

TOP EDGE SUPPORT

4'-6'
#4 @ #4 @ 12"8" MIN

MIN FTG 2 x CONT

NOTE: B.O. ALL FTGS
SHALL BE FOUNDED
BELOW FROST DEPTH

MIN 2'-6" X
CONT FTG
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NO SCALE

FOUNDATION BACK FILL

UNEXCAVATED
AREA

AREA
BACK FILL

FINISH GRADE SHALL
FALL 6" MIN WITHIN FIRST

10 FT - DOWN SPOUTS
SHALL DISCHARGE

BEYOND THE LIMITS OF
BACKFILL.

GRADE

NOTES:
1. USE ONLY LIGHT MANUALLY PROPELLED COMPACTORS WITHIN 5' OF FOUNDATION.
2. INSTALL DAMP PROOFING (MIN 6 MIL POLYETHYLENE W/ 6" MIN JOINT LAPS)
BETWEEN SLAB-ON- GRADE. & BASE COURSE.
3. BACK FILL SHALL NOT BE FROZEN, SUBMERGED OR SATURATED IN GROUND WATER.
4. NOTIFY ENGINEER IF EXPANSIVE OR COLLAPSING SENSITIVE SOILS ARE FOUND.
5. WCLH DOES NOT WARRANTY COMPONENTS INSTALLED LESS THAN 24" FROM THE
GROUND.
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PRIOR TO PLACING BACKFILL PROVIDE
LATERAL SUPPORT AT T.O. FDN
(FLOOR FRAMING) AND AT B.O. FDN
(SLAB-ON-GRADE) OR INSTALL
SHORING (DESIGN BY CONTRACTOR).
ENSURE FDN CONC HAS REACHED AT
LEAST 75% OF DESIGN STRENGTH
(2000 PSI MIN- VERIFY NO. OF DAYS
REQD W/ CONC SUPPLIER)
SEAL ALL FORM TIE HOLES AND
RECESSES THEN APPLY DAMP
PROOFING MATERIALS, T.O. FTG TO
GRADE, REINF @ JTS -WATERPROOFING
REQD W/ HIGH WATER TABLE
COMPACT BACK FILL TO 85% MIN -
90% MAX SEE NOTES
NO FTG OR SLAB SHALL BE PLACED IN
WATER OR ON FROZEN GROUND
DEDICATED FDN DRAIN REQD PER
CODE (IBC 1807) UNLESS SITE IS WELL-
DRAINED GRAVEL OR SAND/GRAVEL
MIXTURE SOIL (CLASS I). REQD IF
CALLED FOR ON PLANS.

THIS DETAIL FOR RESIDENTIAL CONSTRUCTION ONLY

10" MIN

NO SCALE

FOUNDATION OPENING REINF

REINF

(2) #5 6'-1" TO 9'-0"
(2) #4 ≤ 4'-1" TO 6'-0"

(2) #5 T&B

d MIN

12"
12"
16"

SPAN

9'-1" TO 10'-0"

8"≤ 4'-0"(2) #4

T.O. FDN

(1) #4 (EA SIDE)

(1) #4 (BELOW)

d SEE FDN LINTEL SCHED

FLOOR LINE

WHERE EXTENSION IS NOT
POSSIBLE EXTEND BARS AS
FAR AS POSSIBLE AND HOOK

A

A

EXTEND 24" TYP

TYP FDN WALL ELEV

DOOR

FDN WALL

T.O. FTG

WINDOW

ALT DIRECTION

LINTEL SECTION A A

d #4 BARS W/
STD HOOK EACH
END @ d SPACING
OR 12" O.C. MAX
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FDN L NTEL SCHED

PH
D
2

H
D
Q
8

HOLDOWN SCHEDULE 1 2

RE ROFI / AL #1 ANCHOR
HILTI HVA, HIT RE 500 OR
SIMPSON SET EPOXY

MS 48
AL #2 ANCHOR

PHD2-SDS3 / (3200) (10) SDS 1/ X3 W/ (24) MIN 16d &
(2)1/2" DIA BOL S

HDQ8-SDS3 / (8200) (20) SDS 1/ X3 NO APPLICABLE

FASTENERS
(WOOD
SCREWS)

MARK/TYPE -
(TENSION) ANCH.-DIA-EMBED 3

5/8 DIA - 7-1/2 EMBED

7/8 DIA - 10 EMBED

SSTB-5/8 - 12-5/8

SSTB-7/8 - 2 -7/8

4"

HDQ8
PHD2

H
D
Q
8

P
H
D
2

HDQ8 1-1/4"
PHD2 1-3/8"

DOOR OR
WINDOW

EXT

INT

EXT

INT

4" 4"

E
XT

5 1 "
(2) 1/2" DIA x 0'-4"

HILTI KWIK BOLT II's
OR EQUIVALENT

MST ALT #2

18"
MIN

6"
MIN

1012"
111 "

93
"

97
8"

312" MIN
T.O. FDN

(W/ 2x
STUDS)

2
1

SLOPE

NO SCALE

HOLDOWN DETAIL

BOTTOM PLATE(S)
SOLID

COMPOSITE RIM
JST

2x6xCONT SILL PL
PRESSURE

TREATED AGAINST
CONC

FLR
SH
TG

SE
E N
OT
ES

DBL STUD / POST

INSTALL (2) 2x4 OR 4x4
VERT BLKG UNDER
DBL STUD / POST

FLR JSTS &
WALL SHTG NOT

SHOWN

#4xCONT HORIZ REINF
W/IN SHEARWALL CONE

RETROFIT INSTALLATION

FD
N

GRIDL NE

GRIDLINE

TYPICAL INSTALLATION RE
TRO

FIT

FD
N W

ALL

ANCHORS

SSTB
ANCHOR
BOLT

ANCHOR
W/ NUT/
WASHER
/NUT

SIMPSON
CNW

COUPLER NUT

ANCHOR
SEE PLAN

PLAN @ CORNERSPLAN @ MID WALL

NOTES:
1. INSTALL HOLDOWNS WHERE INDICATED ON PLANS. ALIGN W/ END STUDS,
WINDOW / DOOR OPENING TRIMMERS.
2. ALTHOUGH DIMS MAY BE GIVEN ON PLANS, FINAL PLACEMENT IS THE
RESPONSIBILITY OF THE CONTRACTOR.
3. SIMPSON SSTB ANCHORS MAY BE SUBSTITUTED W/ THREADED RODS OF
EQUAL DIA AND EMBED W/ DBL NUT AND WASHER AT BOTTOM.
4. TYP HOLDOWNS ARE SHOWN ON THIS DETAIL - HOLDOWNS SPECIFIED ON
PLANS SHALL TAKE PRECEDENCE OVER THOSE SHOWN HERE IF LARGER.
5. RETROFIT HOLDOWNS SHALL BE INSTALLED FOR ANY HOLDOWNS
SHOWN ON PLANS THAT ARE MISSING OR IMPROPERLY LOCATED. ADD FULL
HEIGHT STUDS IF REQUIRED.
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MST ALT #2
MST48 ALT #2
NOT
USED AT CORNER

WA
LL
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SIMPSON HOLDOWN
SEE PLANS

NOTE ALL EMBEDS BY O/C

3" CLR

3" CLR

3" CLR

3" CLR

3" CLR

1'-0"
MIN

1'-0"
MIN

NO SCALE

THICKENED SLAB

NOTE:
1. SILL PLATE SHALL BE FASTENED 4" MIN FROM EACH END & 48" O.C. MAX
W/ 1/2" DIA A.B. - ALTERNATE- USE POWDER ACTIVATED FASTENERS @ 16" O.C.
W/ MIN 1" PENETRATION OR EXP BOLTS W/ 8" MIN EMBED.
2. FOR INT SHEAR WALLS SEE SHEAR WALL SCHED FOR ANCHOR BOLT SPACING.

2 X CONT PRESSURE
TREATED SILL PLATE.

1" ELEVATED
MTL
POST BASE

WOOD POST- SEE PLAN
SEE FTG & FDN PLAN &
SCHED FOR FTG SIZE & REINF

INT BRG WALL

SPOT FTG

CONT FTG

CROSSWISE REINF

INDICATES ISOLATED
FTG
IN CRAWL SPACE
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ALT CONST
METHOD

ONE-PIECE
FORM

3"CLR

8"
M
IN

3"
CLR

WOOD BM OR POST (NOT
SHOWN) - SEE FRMG DETAILS
NOTE 1" MIN STANDOFF
REQUIRED

CHAMFER OR TOOL EDGE

CONC PIER - SEE
PLANS
(12" DIA TYP)

#4 DWLS-VERTS @ 12" MAX
O.C. EACH FACE (4) MIN

SEE FTG & FDN PLAN &
SCHEDULE FOR FTG
SIZE AND REINF

GRADE

B.O. FTG
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CONCRETE PIER
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THIS DETAIL FOR RESIDENTIAL CONSTRUCTION ONLY

48" (MIN)
BTWN STEPS

BAR LAP
8" (MIN)

B
A
R
LA
P

BAR LAP

12
"

2"

BAR LAP BAR LAP

12
"

24" (MIN) 24" (MIN)24" (MIN)

24
"(
M
IN
)

BAR LAP

24" (MIN)

B
A
R
LA
P

24
"(
M
IN
)

BAR LAP

24" (MIN)

ALT DIRECTION

HOOK HORIZ REINF
OR USE CORNER BARS

HOOK HORIZ REINF
OR USE CORNER BARS

48" STEP (MAX)
24" RECOMMENDED

WALL
THICKNESS 3" CLR

3"
C
LR

SET REINF @
CTR OF FDN
WALL U.N.O.

FTG
DEPTH

FTG DEPTHHOOK REINF
OR USE

CORNER BARS

(2) #5 DIAG
X 8'-0" IN FDN

THIS DETAIL FOR RESIDENTIAL CONSTRUCTION ONLY

TALLER STEPS
ALLOWED ON BEDROCK

NO SCALE

FOOTING & FOUNDATION

FTG
INTERSECTION

FTG
CORNER

FDN
CORNER

FDN
INTERSECTION

CONC CAST AGAINST AND
PERMANENTLY EXPOSED TO EARTH

CONC EXPOSED TO
EARTH OR WEATHER

#6 THRU #18 BARS 2
#5 BAR & SMALLER 1-1/2

CONC NOT EXPOSED TO WEATHER OR IN CONTACT W/ GROUND

#5
22 1/2

#6
27 32

#7

#11 BAR & SMALLER

#8
36 41

#9

1-1/2
3/4SLABS, WALLS & JOISTS

BEAMS, COLUMNS, PILASTERS PRIMARY REINF & TIES
NOTE: INCREASE COVER IN CORROSIVE SOILS

TYP REINF BAR LAP (IN.)
#4
18

3

MINIMUM COVER (IN.)

A A

B B

C

C

CONC PROTECTION FOR REINF

FTG CORNERS B-B

STEP N FTG / FDN C-C

FDN CORNERS A-A

FROST DEPTH
PER LOCAL CODE

TYP FDN SECTION
NOTES:
1. CONCRETE FOOTINGS ARE PERMITTED TO BE CAST AGAINST EARTH
WHERE SOIL CONDITIONS DO NOT REQUIRE FORMING
2. THE TOP SURFACE OF FTGS SHALL BE LEVEL. THE BOTTOM SURFACE
OF FOOTINGS IS PERMITTED TO HAVE A SLOPE NOT EXCEEDING 1 10.
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NO SCALE

CONSTRUCTION / CONTROL JOINT

HALF ROUND
KEYWAY (SHOWN)
OR TAPERED

JOINT SEALER
RECOMMENDED
@ EXTERIOR JTS

CONTROL JOINT
STRIP, ZIP
STRIP,
OR SAW CUT

NOTES:
1. CONTROL JT SPACING RULE OF THUMB IS 24X SLAB THICKNESS 4" SLAB - 8'-0" MAX
O.C. EACH WAY 6" SLAB - 12'-0" MAX O.C. EACH WAY.
2. SAW CUT WITHIN 6-18 HOURS OF POURING CONC - 24 HOURS MAX CONC MUST BE
HARD ENOUGH TO PREVENT RAVELING OF JT EDGES OR DISLODGING OF COARSE
AGGREGATE.
3. ALL SLABS-ON-GRADE SHALL BE OVER 4" OF -3/4" FREE DRAINING GRANULAR FILL,
BEARING ON UNDISTURBED NATIVE SOIL OR ENGINEERED GRANULAR FILL.

TOOLED JOINT

CONST JOINT

CONTROL JOINT
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MIN SLAB-ON-GRADE
THICKNESS 3-1/2"

FOUNDATION SCHEDULE

THIS DETAIL FOR RESIDENTIAL CONSTRUCT ON ONLY

6 FT
MAXFU

LL
H
E
IG
H
T

4' MAX HT
(BACK FILL)

RET WALL
FDN REQD

NO SCALE

FOUNDATION REINFORCEMENT

T.O. DWL

T.O. FTG

T.O. SLAB

T.O. FDN

VERT REINF -
@ CTR OF WALL EXTEND
TO W/IN 3" (MAX) 1 1#2"
(MIN) OF TOP OF WALL

DWLS TO
MATCH VERTS

4" MIN SLAB
THICKNESS
SLAB ON GRADE

HORIZVERT
FOUNDATION WALL

MAX HEIGHT
REINF STEEL

#4 @ 12"
9' / 10'

12'
>12'

#4 @ 12"

M
AX

H
E
IG
H
T

THICK

#5 @ 12"/ 10"

10" MIN
SEE DEEP FDN DETAILS

HORIZ REINF -
(1) BAR W/IN TOP 4",
(1) BAR W/IN BOT 4",
OTHERS @ EQ SPACE

V
A
R
IE
S

4"
TY
P

FTG 9"X20" MIN w/ (2) #4XCONT
SEE PLAN & SCHEDULE

NO TOP
EDGE

SUPPORT

#4 @ 12"

O
P

ED
G

E
S

O
R

TE
D

FDN
SECTIONS

#4 @ 16"

#4 @ 12"#4 @ 6"
11'

#4 @ 10"#5 @ 12"

#4 @ 10"

9" / 10"
#5 @ 9" #4 @ 10"

REINF FREE STANDING FDN (NO BACKFILL
EITHER SIDE) & FDN EQUALLY BACKFILLED
EA SIDE SAME AS 8' TYP MAX HT FDN

2XCONT PRESSURE
TREATED SILL PL

B
A
R
LA
P

24
"M
IN

6" MIN

8" M
8 N

8" MIN

FLOOR
FRAMING &
DIAPHRAGM

≤4'

>6'

#4 @ 16" 4 @ 12"8" MIN

SEE RE NING WALL DTLS
≤8' TYP

M
A
X
H
E
IG
H
T

(B
A
C
K
FI
LL
)

NO TOP EDGE SUPPORT

T.O. FDN

T.O. FDN

T.O. FDN

FLOOR FRAMING

GRADE

C
O
R
N
E
R

GRADE

FOUNDATION ELEVATION

S
TE
P S
TE
P

"STEP
HERE"

T.O. FDN

T.O. SLAB

BACK
FILL

BACK
FILL

NOTES:1. BASED ON 3,000 PSI CONC AND 60,000 PSI REINF.
2. SILL PL SHALL BE FASTENED W/ A.B. AS INDICATED IN PLAN & SHEAR
WALL SCHED. 5#8"� MIN @ 32" O.C. MAX W/ 7" MIN EMBED & 3#16"X2"X0'-2"
PL WASHERS.
3. RETAINING WALL TYPE FTG & FDN MUST BE INSTALLED WHERE TOP OF
FDN IS NOT SUPPORTED W/ FLR OR ROOF DIAPHRAGM. RETAINING WALL
FDNS REQUIRE WIDER FTGS, ADDL REINF & SPECIAL PLACEMENT OF
REINF & DWLS. RECOMMEND THAT FDN WALL MAINTAINS FULL HT UNTIL
MAX HT OF BACK FILL ≤ 4 FT. SEE RETAINING WALL DETAILS.

NOTES APPLICABLE TO
ALL SECTIONS

BACK
FILL

CRAWL
SPACE

TOP EDGE SUPPORT

4'-6'
#4 @ #4 @ 12"8" MIN

MIN FTG 2 x CONT

NOTE: B.O. ALL FTGS
SHALL BE FOUNDED
BELOW FROST DEPTH

MIN 2'-6" X
CONT FTG
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NO SCALE

FOUNDATION BACK FILL

UNEXCAVATED
AREA

AREA
BACK FILL

FINISH GRADE SHALL
FALL 6" MIN WITHIN FIRST

10 FT - DOWN SPOUTS
SHALL DISCHARGE

BEYOND THE LIMITS OF
BACKFILL.

GRADE

NOTES:
1. USE ONLY LIGHT MANUALLY PROPELLED COMPACTORS WITHIN 5' OF FOUNDATION.
2. INSTALL DAMP PROOFING (MIN 6 MIL POLYETHYLENE W/ 6" MIN JOINT LAPS)
BETWEEN SLAB-ON- GRADE. & BASE COURSE.
3. BACK FILL SHALL NOT BE FROZEN, SUBMERGED OR SATURATED IN GROUND WATER.
4. NOTIFY ENGINEER IF EXPANSIVE OR COLLAPSING SENSITIVE SOILS ARE FOUND.
5. WCLH DOES NOT WARRANTY COMPONENTS INSTALLED LESS THAN 24" FROM THE
GROUND.
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PRIOR TO PLACING BACKFILL PROVIDE
LATERAL SUPPORT AT T.O. FDN
(FLOOR FRAMING) AND AT B.O. FDN
(SLAB-ON-GRADE) OR INSTALL
SHORING (DESIGN BY CONTRACTOR).
ENSURE FDN CONC HAS REACHED AT
LEAST 75% OF DESIGN STRENGTH
(2000 PSI MIN- VERIFY NO. OF DAYS
REQD W/ CONC SUPPLIER)
SEAL ALL FORM TIE HOLES AND
RECESSES THEN APPLY DAMP
PROOFING MATERIALS, T.O. FTG TO
GRADE, REINF @ JTS -WATERPROOFING
REQD W/ HIGH WATER TABLE
COMPACT BACK FILL TO 85% MIN -
90% MAX SEE NOTES
NO FTG OR SLAB SHALL BE PLACED IN
WATER OR ON FROZEN GROUND
DEDICATED FDN DRAIN REQD PER
CODE (IBC 1807) UNLESS SITE IS WELL-
DRAINED GRAVEL OR SAND/GRAVEL
MIXTURE SOIL (CLASS I). REQD IF
CALLED FOR ON PLANS.

THIS DETAIL FOR RESIDENTIAL CONSTRUCTION ONLY

10" MIN

NO SCALE

FOUNDATION OPENING REINF

REINF

(2) #5 6'-1" TO 9'-0"
(2) #4 ≤ 4'-1" TO 6'-0"

(2) #5 T&B

d MIN

12"
12"
16"

SPAN

9'-1" TO 10'-0"

8"≤ 4'-0"(2) #4

T.O. FDN

(1) #4 (EA SIDE)

(1) #4 (BELOW)

d SEE FDN LINTEL SCHED

FLOOR LINE

WHERE EXTENSION IS NOT
POSSIBLE EXTEND BARS AS
FAR AS POSSIBLE AND HOOK

A

A

EXTEND 24" TYP

TYP FDN WALL ELEV

DOOR

FDN WALL

T.O. FTG

WINDOW

ALT DIRECTION

LINTEL SECTION A A

d #4 BARS W/
STD HOOK EACH
END @ d SPACING
OR 12" O.C. MAX
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FDN L NTEL SCHED

PH
D
2

H
D
Q
8

HOLDOWN SCHEDULE 1 2

RE ROFI / AL #1 ANCHOR
HILTI HVA, HIT RE 500 OR
SIMPSON SET EPOXY

MS 48
AL #2 ANCHOR

PHD2-SDS3 / (3200) (10) SDS 1/ X3 W/ (24) MIN 16d &
(2)1/2" DIA BOL S

HDQ8-SDS3 / (8200) (20) SDS 1/ X3 NO APPLICABLE

FASTENERS
(WOOD
SCREWS)

MARK/TYPE -
(TENSION) ANCH.-DIA-EMBED 3

5/8 DIA - 7-1/2 EMBED

7/8 DIA - 10 EMBED

SSTB-5/8 - 12-5/8

SSTB-7/8 - 2 -7/8

4"

HDQ8
PHD2

H
D
Q
8

P
H
D
2

HDQ8 1-1/4"
PHD2 1-3/8"

DOOR OR
WINDOW

EXT

INT

EXT

INT

4" 4"

E
XT

5 1 "
(2) 1/2" DIA x 0'-4"

HILTI KWIK BOLT II's
OR EQUIVALENT

MST ALT #2

18"
MIN

6"
MIN

1012"
111 "

93
"

97
8"

312" MIN
T.O. FDN

(W/ 2x
STUDS)

2
1

SLOPE

NO SCALE

HOLDOWN DETAIL

BOTTOM PLATE(S)
SOLID

COMPOSITE RIM
JST

2x6xCONT SILL PL
PRESSURE

TREATED AGAINST
CONC

FLR
SH
TG

SE
E N
OT
ES

DBL STUD / POST

INSTALL (2) 2x4 OR 4x4
VERT BLKG UNDER
DBL STUD / POST

FLR JSTS &
WALL SHTG NOT

SHOWN

#4xCONT HORIZ REINF
W/IN SHEARWALL CONE

RETROFIT INSTALLATION

FD
N

GRIDL NE

GRIDLINE

TYPICAL INSTALLATION RE
TRO

FIT

FD
N W

ALL

ANCHORS

SSTB
ANCHOR
BOLT

ANCHOR
W/ NUT/
WASHER
/NUT

SIMPSON
CNW

COUPLER NUT

ANCHOR
SEE PLAN

PLAN @ CORNERSPLAN @ MID WALL

NOTES:
1. INSTALL HOLDOWNS WHERE INDICATED ON PLANS. ALIGN W/ END STUDS,
WINDOW / DOOR OPENING TRIMMERS.
2. ALTHOUGH DIMS MAY BE GIVEN ON PLANS, FINAL PLACEMENT IS THE
RESPONSIBILITY OF THE CONTRACTOR.
3. SIMPSON SSTB ANCHORS MAY BE SUBSTITUTED W/ THREADED RODS OF
EQUAL DIA AND EMBED W/ DBL NUT AND WASHER AT BOTTOM.
4. TYP HOLDOWNS ARE SHOWN ON THIS DETAIL - HOLDOWNS SPECIFIED ON
PLANS SHALL TAKE PRECEDENCE OVER THOSE SHOWN HERE IF LARGER.
5. RETROFIT HOLDOWNS SHALL BE INSTALLED FOR ANY HOLDOWNS
SHOWN ON PLANS THAT ARE MISSING OR IMPROPERLY LOCATED. ADD FULL
HEIGHT STUDS IF REQUIRED.
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MST ALT #2
MST48 ALT #2
NOT
USED AT CORNER

WA
LL
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SIMPSON HOLDOWN
SEE PLANS
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THESE PLANS, DRAWINGS, AND
DESIGNS ARE THE PROPERTY OF

WHISPER CREEK LOG HOMES (WCLH).
ALL RIGHTS RESERVED AND SHALL NOT
BE REPRODUCED OR COPIED WITHOUT
THE EXPRESSED WRITTEN CONSENT
FROM AN OFFICER OF WCLH. UNDER
PENALTY OF PROSECUTION,THESE

PLANS ARE RELEASED FOR
CONSTRUCTION ON THE SITE

DESCRIBED HEREON AND NO OTHER.

PROJECT NO.:

ARCHITECT ENGINEER OF RECORD:

THESE DESIGNS AND DETAILS ARE
BASED ON MANY YEARS OF
CONSTRUCTION, DESIGN, AND

ENGINEERING PRACTICE IN NUMEROUS
DIVERSE JURISDICTIONS. THE PURPOSE

IS TO PROVIDE A BASIS FOR THE
DESIGNS INCORPORATED IN WHISPER
CREEK LOG HOMES (WCLH). HOWEVER,

IT IS THE RESPONSIBILITY OF THE
OWNER TO CONSULT WITH ARCHITECT
OR ENGNEER OF RECORD (E.O.R.) TO
REVIEW AND VERIFY ANY AND ALL OF
THE ASSUMPTIONS MADE AND DESIGNS
PRESENTED. WCLH MAKES NO WARANTY
OR GUARANTEE AS TO THE FINAL SITE
SPECIFIC APPLICABILITY OF THE DESIGN.
ANY AND ALL PROPOSED CHANGES BY
THE E.O.R. SHALL BE COORDINATED
WITH WCLH. ALL CHANGES MUST BE
APPROVED IN WRITING BY WCLH. IF

APPROVED, ALL CHANGES WILL RESULT
IN ADDITIONAL COSTS AND MAY REQUIRE
MODIFICATIONS TO THE PLANS AND

WALLS.

2604 YELLOWHEAD TRAIL NE
EDMONTON, AB T6S 1C2

CANADA
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GENERAL
1. VISITS TO THE JOB SITE BY REPRESENTATIVES OF WCLH OR E.O.R. DO NOT
CONSTITUTE APPROVAL OF THE WORK PERFORMED.
2. THE CONTRACTOR, SUBCONTRACTORS, AND OWNER AS PART OF THE PROJECT
TEAM, SHALL REVIEW AND BE RESPONSIBLE FOR INFORMATION CONTAINED IN ALL
PROJECT DOCUMENTS PRIOR TO INITIATION OF ANY WORK ON THE PROJECT.
3. CONTRACTOR SHALL NOTIFY WCLH & E.O.R. OF ANY DISCREPANCIES, OMISSIONS OR
CONFLICTS BETWEEN THE VARIOUS ELEMENTS OF THE WORKING DRAWINGS AND/OR
SPECIFICATIONS BEFORE PROCEEDING WITH ANY WORK INVOLVED. IN ALL CASES,
UNLESS OTHERWISE DIRECTED, THE MOST STRINGENT REQUIREMENTS SHALL GOVERN
AND BE PERFORMED. DO NOT SCALE DRAWINGS.
4. CONTRACTOR SHALL VERIFY ALL CONDITIONS, DIMENSIONS AND ELEVATIONS, ETC.,
AT THE SITE AND SHALL COORDINATE WORK PERFORMED BY ALL TRADES.
5. CONTRACTOR IS RESPONSIBLE FOR METHOD OF CONSTRUCTION. THE
CONTRACTOR SHALL PROVIDE ALL MEASURES NECESSARY TO PROTECT THE
STRUCTURE DURING CONSTRUCTION. SUCH MEASURES SHALL INCLUDE BUT NOT BE
LIMITED TO BRACING OR SHORING FOR ALL LOADS WHICH THE STRUCTURE MAY BE
SUBJECTED TO INCLUDING CONSTRUCTION EQUIPMENT, WIND, ETC. SUCH BRACING
SHALL BE LEFT IN PLACE AS LONG AS MAY BE REQUIRED FOR SAFETY, OR UNTIL ALL
THE STRUCTURAL ELEMENTS ARE COMPLETE.
6. CONTRACTOR & ALL SUBS SHALL PERFORM THEIR TRADES & DUTIES IN A MANNER
CONFORMING TO THE PROCEDURES & REQUIREMENTS AS STATED IN THE LATEST
ACCEPTED CODE(S) ADOPTED BY THE STATE & LOCAL JURISDICTIONS.
7. ANY SPECIAL INSPECTION REQUIRED BY THE BUILDING OFFICIAL OR THE BUILDING
CODE(S) IS THE RESPONSIBILITY OF THE OWNER.

STRUCTURAL NOTES"

FOOTINGS, FOUNDATIONS, SLABS ON
GRADE
SOILS REPORTS / GEOTECHNICAL INVESTIGATIONS TAKE
PRECEDENCE OVER THESE NOTES.
1. ALL FTGS ARE BASED ON AN ALLOWABLE SOIL BEARING PRESSURE INDICATED IN
DESIGN CRITERIA. ANY SOIL COND. ENCOUNTERED DURING EXCAVATION THAT IS
CONTRARY TO THOSE USED FOR DESIGN OF FOOTINGS SHALL BE BROUGHT TO THE
ATTENTION OF THE ENGINEER BEFORE PROCEEDING.
2. ALL FTGS SHALL BEAR ON AND 12" MIN INTO UNDISTURBED NATIVE SOIL OR
ENGINEERED GRANULAR FILL COMPACTED TO 95% OF MAX. DENSITY, BASED ON
ASTM D1557 METHOD OF COMPACTION. FILL SHALL BE PLACED IN LAYERS NOT TO
EXCEED 6" IN DEPTH AFTER COMPACTION AND SHALL EXTEND DOWN TO IN-SITU
COHESIVE SOILS. FILL SHALL BE COMPACTED UNDER ALL CONCRETE WORK ON THE
SITE. FILL BELOW FOOTINGS SHALL EXTEND BEYOND THE FOOTING EDGE AT LEAST
THE DEPTH OF THE FILL.
3. NO FOOTINGS SHALL BE PLACED IN WATER OR ON FROZEN GROUND.
CONTRACTOR SHALL NOTIFY ENGINEER IN CASE HIGH GROUND WATER LEVEL ARE
FOUND WITHIN FIVE FEET BELOW THE FINISHED GRADES.
4. ALL EXCAVATIONS ADJACENT TO AND BELOW FOOTING ELEVATION FOR OTHER
TRADES SHALL BE ACCOMPLISHED PRIOR TO POURING ANY FOOTINGS.
5. ALL OPEN EXCAVATIONS AND TRENCHES SHALL BE SUPPORTED AND BARRICADED
BY CONTRACTOR TO CONFORM WITH OSHA SAFETY STANDARDS.
6. STABILITY OF SLOPED SITES SHALL BE VERIFIED BY A SOILS ENGINEER OR OTHER
QUALIFIED GEOTECHNICAL PROFESSIONAL. ON SLOPES STEEPER THAN ONE UNIT
VERTICAL IN THREE UNITS HORIZONTAL, CONTRACTOR SHALL ENSURE THAT BUILDING
PLACEMENT CONFORMS TO IBC SECTION 1805.3. GEOTECHNICAL INVESTIGATION
RECOMMENDED AND MAY BE REQUIRED WHERE SLOPES ARE STEEPER THAN ONE
UNIT VERTICAL IN ONE UNIT HORIZONTAL.
7. ISOLATED FOOTINGS ON GRANULAR SOIL SHALL BE SO LOCATED THAT THE LINE
DRAWN BETWEEN THE LOWER EDGES OF ADJOINING FOOTINGS SHALL NOT HAVE A
SLOPE STEEPER THAN 30° WITH THE HORIZONTAL.
8. A GEOTECHNICAL ENGINEER EXPERIENCED IN SEISMIC ISSUES SHALL OBSERVE
THE EXCAVATION PRIOR TO THE PLACEMENT OF THE FOOTING FORMS FOR ALL LOTS
LOCATED WITHIN FAULT HAZARD STUDY ZONES.
9. CONTRACTOR SHALL INVESTIGATE SITE DURING CLEARING AND EARTHWORK
OPERATIONS FOR FILLED EXCAVATIONS OR BURIED STRUCTURES SUCH AS CESS
POOLS, CISTERNS, FOUNDATIONS, ETC. IF ANY SUCH STRUCTURES ARE FOUND THE
ENGINEER SHALL BE NOTIFIED.

CONCRETE
1. EXTERIOR FLAT WORK CURBS GUTTERS ETC.

3,000 PSI @ 28 DAYS (MIN) 4,000 PSI RECOMMEDED
MIN CEMENT 575 LBS / CU YD

2. FOOTINGS FOUNDATIONS INTERIOR SLABS
2500 PSI @ 28 DAYS (MIN) 3,000 PSI RECOMMENDED
MIN CEMENT 504 LBS / CU YD

5% AIR ENTRAINMENT IN SLABS AND WALLS
WATER / CEMENT RATIO ≤ 0.50 RECOMMENDED SLUMP ≤ 4"
3. ALL CONC WORK SHALL BE PLACED, CURED, STRIPPED, & PROTECTED AS DIRECTED
BY THE SPECIFICATIONS AND ACI STANDARDS & PRACTICES. DO A GOOD JOB.
4. BEFORE CONCRETE IS POURED CHECK WITH ALL TRADES TO INSURE PROPER
PLACEMENT OF ALL OPENINGS, SLEEVES, CURBS, CONDUITS, BOLTS, INSERTS, ETC.
5. CONTRACTOR IS RESPONSIBLE FOR DESIGN AND INSTALLATION OF ALL SHORING AND
FORM WORK
6. REFER TO STRUCTURAL AND ARCHITECTURAL DRAWINGS FOR EMBEDS, MOLDS,
GROOVES, ORNAMENT, CLIPS OR GROUNDS, REQUIRED TO BE ENCASED IN CONCRETE
AND FLOOR LOCATION OF FLOOR FINISHES AND SLAB DEPRESSIONS.
7. IN HOT WEATHER, FOLLOW "RECOMMENDED PRACTICES FOR HOT WEATHER
CONCRETING", ACI 305. IN COLD WEATHER, FOLLOW "RECOMMENDED PRACTICES FOR
COLD WEATHER CONCRETING", ACI 306. CONCRETE SHALL BE PROTECTED FROM
FREEZING DURING DEPOSITION AND FOR NOT LESS THAN 5 DAYS.

1. ALL REINFORCEMENT SHALL BE DETAILED AND PLACED IN ACCORDANCE WITH ACI
DETAILING MANUAL AND ACI STANDARD.
2. ALL REINF SHALL BE SECURELY TIED IN PLACE PRIOR TO POURING CONCRETE.
3. ALL METAL REINFORCEMENT SHALL BE DEFORMED TYPE BARS (EXCEPT #2 BARS)
AND SHALL CONFORM TO THE REQUIREMENTS OF THE "STANDARD SPECIFICATIONS
A.S.T.M. A615 GRADE 40 OR GRADE 60.
4. REINFORCEMENT SHALL BE FREE FROM MUD, OIL, OR OTHER NONMETALLIC
COATINGS THAT ADVERSELY AFFECT BONDING CAPACITY.

CONCRETE REINFORCING

STRUCTURAL STEEL
1. ALL STRUCTURAL STEEL SHALL BE ASTM A-992 (EXCEPT FOR TUBE COLUMNS
WHICH SHALL BE ASTM A-500-B, Fy 46 KSI) AND SHALL COMPLY WITH THE
"STANDARD SPECIFICATIONS FOR STRUCTURAL STEEL BUILDINGS" OF THE A.I.S.C.
AND WITH THE A.I.S.C. CODE OF STANDARD PRACTICE.
2. ALL BOLTS FOR STEEL TO STEEL, SHALL BE A325, TIGHTEN TO SPECIFIED
TORQUE AS PER AISC REQUIREMENTS. BOLTS FOR CONCRETE AND STEEL TO
WOOD, SHALL BE ASTM A307, U.N.O.
3. WELDED REBAR OR BOLTS WILL NOT BE ACCEPTED IN LIEU OF WELDED STUD
ANCHORS AND DEFORMED BARS. WELDED STUD ANCHORS AND DEFORMED
BARS SHALL BE APPLIED USING MANUFACTURER APPROVED WELDING
PROCEDURES.
4. ALL WELDING SHALL CONFORM TO AWS D1.1-85 REQUIREMENTS AND SHALL BE
MADE WITH E70XX ELECTRODES BY WELDERS CERTIFIED FOR THE WELD TO BE
DONE. CERTIFICATION SHALL BE CURRENT WITHIN THE PAST TWELVE MONTHS.
5. ALL BEARING PLATES FOR BMS AND COLUMNS RESTING ON MASONRY OR CONC
SHALL BE UNDERLAIN FULLY WITH A HIGH COMPRESSION, NON-SHRINK GROUT.
8. PRIOR TO FABRICATION AND ERECTION, SHOP DRAWINGS FOR ALL STL ITEMS
SHALL BE REVIEWED BY THE DESIGN ENGINEER. ALL STL SHALL BE PRIMED /
PAINTED IN THE SHOP. ALL STL THAT MAY BE EXPOSED TO EXT. SHALL BE SHOP
PAINTED TO INHIBIT RUST. WELD AREAS SHALL BE TOUCHED UP IN THE FIELD.
9. SPECIAL INSPECTIONS AND TESTING OF WELDS AS REQUIRED BY THE LATEST
ADOPTED BUILDING CODE(S) SHALL BE PROVIDED BY THE OWNER. COPIES OF ALL
INSPECTION REPORTS SHALL BE FORWARDED TO THE DESIGN ENGINEER.
10. U.N.O. ON SPEC. DTLS HIGH-STRENGTH BOLTS ARE REQD TO BE TIGHTENED
ONLY TO THE SNUG-TIGHT CONDITION, THE SPECIAL INSPECTOR NEED ONLY
VERIFY THAT THE CONNECTED MATERIALS HAVE BEEN DRAWN TOGETHER AND
PROPERLY SNUGGED.

BEST PRACTICES - MAY NOT BE REQD
NOTE ALL DETA LS MAY NOT BE APPLICABLE TO THIS PROJECT

PRESSURE TREATED LUMBER
CORROSIVE PRESERVATIVES FOR PRESSURE-TREATED (PT) WOOD ARE BECOMING
COMMONPLACE FOR RESIDENTIAL USE. CORROSION-RESISTANT FASTENERS ARE
REQD TO FASTEN PT SILL PLATES TO FDN, STUDS & SHEAR-WALL SHTG TO SILL
PLATES AND OTHER STRUCTURAL CONNECTIONS. G185 OR STAINLESS STEEL
FASTENERS SHALL BE USED WITH ACQ PT WOOD. BARRIER MEMBRANES ARE
SUGGESTED FOR USE WITH METAL HARDWARE. VERIFY REQUIREMENTS OF
FASTENERS / MEMBRANES WITH YOUR SUPPLIER. VISIT
WWW.STRONGTIE.COM/INFO FOR MORE INFO.
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PORCH FLR BM

PORCH FLR BM

NO SCALE

PORCH POSTS
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1" MIN TREATED
PLYWOOD OR
LUMBER O/C

NOTES:
1. DECK FRMG / DECKING & SLAB
ON GRADE NOT SHOWN SEE PLAN
2. SEE CONC PIER DETAIL FOR
CONC PIER REINF.

1" DIA x 3'-0" THREADED ROD
EPOXIED UP 12" MIN INTO
PORCH POST & 12" MIN INTO
CONC PIER OR LOWER LEVEL POST

1" DIA x 2'-0" THREADED ROD EPOXIED UP 12" MIN INTO
PORCH POST & 10" MIN INTO CONC PIER
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R
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NOTE:
TYP B.O.
PORCH POST
BRG ELEV 98'-9
1/4" (2x8 PORCH
JSTS) ELEV
98'-7 1/4" (2x10
PORCH JSTS)

CL

NO SCALE

PORCH POST ROOF FRAMING

SIMPSON
H10 EACH JOIST

PORCH POST BRACKET BK6 FOR
8x8 & BK11 FOR 10x10 W/ (4) 3/8" DIA
x 0'-4" LAG BOLTS TO POST & (2) 5/8"
DIA THRU BOLTS TO PORCH BEAM

4 OR 5

12

PORCH ROOF JST
PORC

H

12
"D
IA
P
O
R
C
H

P
O
S
T

2'-0"

BEAM

ROOF
SHTG
SEE
NOTE

S

BIRDSMOUTH
EACH JOIST
(IN FIELD) 2x12 S

UB-FA
SCIA

TRIM TO MATCH GABLE
ENTRY WHERE APPLICABLE

Z:\D
eta

ls\W
C
LH

D
eta

ls\E
n
inee

ing\06
W
ood

&
P
las

ic\06-S
-P
O
R
C
H
P
O
S
T
R
O
O
F
FR
M
G
IS
O

S
A
V
E
D
:11

6/06

T.O PORC
H POS
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T.O. PORCH ELEV:
106'-9-1/4" FOR 8'-0" POST
108'-7-1/4" FOR 9'-10" POST
BASED ON MAIN FLR 100'-0"

G
A
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LE

M
A
IN
FL
R
W
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LL

T.O. WALL

MA
IN
FLR

AB
LE
WA
L

WA
LL

FOUNDATON

AND / OR

FLOOR FRAMING
(FDN SHOWN)

W
A
LL

NO SCALE

GABLE WALL SECTION

FIELD INSTALL 3/8" DIAx0'-6" LAG
BOLT
@ 16" O.C. (TYP)

TYPAR BUILDING PAPER- LAP MIN 2"
ENSURE WATER PROOF SEAL @ LAP EDGE

PROVIDE 1 BEAD OF CAULKING TO
EACH SIDE OF STUD (TYP)

POLYSTYRENE BACKER ROD &
"TIMBER PRO" CHINKING

"TIMBER PRO" STAIN / LOG PRESERVATIVE

7/16" O.S.B. SHTG- SEE SHEAR WALL NOTES

SEE WCLH WALL BASE
CONNECTION DETAIL AND SCHEDULE

8"-10" LOG SIDING ATTACHED W/ 3" #8
.140 YELLOW ZINC DECK SCREW

DBL TOP & BOTTOM PLS ( TYP)

NOTE OWNER / CONTRACTOR TO
PROVIDE & INSTALL FLASHING REQD
BELOW WALL

LAP & FASTEN TYPAR BLDG PAPER
6" ONTO RIM JOIST
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NO SCALE

TYP ROOF TRUSS FRAMING

7
12

PREFAB TRUSS BLKG EACH
END OF ROOF & EVERY
OTHER TRUSS (DESIGN
FOR 380 PLF MIN HORIZ

LOAD)

VENTED SOFFIT - O/C

SIMPSON H1 EA TRUSS

ROOF SHTG SEE NOTES

2x6xCONT FASCIA
BACKER

8d @ 4" O.C.

ROOF TRUSS

TRUSS BLKG ELEVATION A

ROOF SHTG W/ 8D @ 4" O.C.
10D @ 6" O.C.
ROOF TRUSS (SEE PLAN)
SIMPSON A35 (TYP)
DBL TOP PLS- STUDS NOT SHOWN

INDICATES SCISSOR TRUSS

A

GRID
LINEZ:D
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2x4 BLKG T&B OF OPEN PANELS (LAID FLAT)

PREFAB
BLKG PNL

PREFAB
BLKG PNL

O
P
E
N

O
P
E
N

10D @ 6" O.C. BLKG TO TOP PLS

12'-0"

NO SCALE

PORCH ROOF W/ TRUSS FRAMING
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4
12

2"x4" PORCH
CEILING @ TRUSS

SPACING

2x6xCONT PL W/ (2)
16D @ EACH TRUSS

A35 @ EACH JOIST

VENTED SOFFIT - O/C

SEE PORCH
POST ROOF

FRAMING DETAIL

SEE TYP ROOF
TRUSS

FRAMING DETAIL

2x12
FASCIA

POR
CH R

OOF
JOIS

TS

SIMPSON CS16 x 0'-10" W/
(4) 16d SINKERS EACH END

2x4 BLKG W/
8d @ 4" O.C.ALIGN PORCH ROOF

JOISTS WITH ROOF TRUSSES

ROOF TRUSS

EXTEND ROOF
SHTG OVER EXT
WALL TO OUTSIDE
OF PLATE

2X8 X CONT PL. W/
(2) 16d @ EA. TRUSS

A

B

50° MAX

6'6' 6' 6'6' 6' 6'

NO SCALE

GABLE END WALL

PERIMETER ROOF SHTG NAILING

GABLE END WALL
(5) 16d MIN

2x4 BLKG W/ (2)
16d @ EACH END

SECTION A

BRACE

BRACE 2x4 VERT DIAG
WHEN BRACE LENGTH
>6'-0", ADD 2X4 (FLAT)
& NAIL W/ 16D @ 8" O.C.

GABLE END BRACE MAX SPACING

T.O. WALL

3/8" DIA x 0'-6" LAG BOLTS @
16" OC.

2x6 BLKG

SIMPSON H1 EVERY
OTHER OUTLOOKER

2x6 OUTLOOKER LADDER FRMG
W/ (3) 16d @ EACH END. NAIL TO
TRUSS W/ (2) 16d (1) SIDE OF
EACH OUTLOOKER. SEE ROOF
FRMG PLAN

SET BOTTOM OF BRACE
@ BOTTOM OF TRUSS

PREFAB
TRUSSES
(SCISSOR
TRUSSES
SHOWN)

(5) 16d MIN

10d @ 4" O.C.

B.O. FLAT TRUSS

WALL SECTION B

FLAT TRUSS SCISSOR TRUSS

A35
TYP

3/8"
DIAx0'-4"

LAG BOLTS
@ 16" O.C.

STAGGERED

(3)
1-3/4"x5-1/2"
LVL FULL HT
STIFF MBR-
LAMINATE
BEFORE
PLACING IN
WALL
SIMPSON
A35 @ ALL
HORIZ PLATES

T.O.
WALL

GRID
LINE

GRID
LINE
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BLKG & BRACING ARE FIELD CUT

NO SCALE

FLR FRAMING @ CORNER POST

03-s-lrfrm
g
@
cornerpost

iso
dw
g

CORNER VIEW

WOOD I-JST - (SEE PLAN)
W/ (2) 8d TO SILL PL EACH

JST
TYP ALL BEARING POINTS

CONC FDN

2x6 PRESSURE
TREATED SILL PL

2x6 STUDS @ 16" O.C. (TYP)

SEE WCLH WALL BASE CONN DETAIL & SCHED

SOLID I-JST BLKG @ 32" O.C. PERP TO RIM JST @ 1ST (2)
JST BAYS W/ (2) 10d TO SILL PL & 8d @ 4" O.C. FLR SHTG TO
BLKG - SEE BLOCKING PLAN- NOT REQD AGAINST GARAGE

NOTES:
1. SEE FDN WALL & FDN REINF DETAILS
2. DIMENSION LUMBER IS NOT SUITABLE
FOR USE AS RIM BOARD W/ WOOD I-JOISTS

SOLID
BLKG

SOLID
BLKG

ALT BLOCKING

INTERFERING DUCTS & PIPING

2x4 FLAT NAILER T&B

NO NAILS
CLOSER THAN 1
1/2" FROM END
OF JST - NO 16d
COM - DRIVE

NAILS @ ANGLE

10d NAIL T&B
RIM JST TO JST

LO
G S
IDIN

G

8" DIA MAX HOLE 11 7/8" JOISTS -
DO NOT CUT FLANGES

3/8" DIA x 6" LAG SCREWS@ 16"
O.C. STAGGERED THRU (2)

STUDS TO CORNER POST- FULL HT

BLDG PAPER - LEAVE 12"
LOOSE @ EACH END OF

WALL TO TUCK IN
BEHIND CORNER POST

QUARTER CUT LOG
CORNER POST- PROVIDE
1/2" SPACE BETWEEN LOG
AND SIDING

BLDG PAPER

PERIMETER NAILING

7/16" RIM JST SHTG -
NAIL W/ 8d @ 4" O.C. T&B

10"R

WOOD I-JOISTS

CORNER POST

1 1/4" SOLID COMPOSITE RIM JST - LAP 7/16" RIM
JST SHTG OVER JOINT BTWN RIM JST & SILL PL OR
INSTALL SIMPSON LTP4 @ 24" O.C.

WALL SECTION

SECTION @ CORNER

GR
ID
LIN
E

GRIDNE

R D L NE

GR D L NE

FLR
SH
TG
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10"MIN

MAIN FLR BM

NO SCALE

FD
N W

ALL

LO
G S
IDIN

G
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OD
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IST
S

SIMPSON ACE4 POST CAP ON 4x6
PRESSURE TREATED POST - BOLT TO
CONC FDN WALL W/ 5/8" DIA EXP
BOLTS T&B AND @ 32" O.C. W/ 4" MIN
EMBED

BOTTOM PL-TRIM @ COLUMN

SOLID COMPOSITE RIM JST

2x6 x CONT SILL PL -
PRESSURE TREATED AGAINST CONC

SEE WCLH WALL BASE CONNECTION DETAIL AND SCHEDULE

1.

FLOOR FRAMING @ CENTER FLOOR BEAM

GR DLINE

GR
ID
L N
E

FLR
SH
TG

SEE
NO
TES

7/1
6"

O.S
.B

SH
TG

NOTE:
DOOR FEATURE GABLE
WALL REQUIRES
ADDITIONAL FASTENERS -
SEE DETAIL

2x6 STUDS @ 16" O.C. (TYP)

NOTES:
MAINTAIN NOT LESS THAN 1/2"

CLEARANCE BEAM TO CONC ON
SIDES AND END

2. SEE ADDITIONAL NOTES ON FLR
FRAMING @ CORNER POST DETAIL

3. FINISHED FLOORING-
3/4" T.&G. O.S.B. SHEATHING

1.
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*WCLH DOES NOT WARRANTY
COMPONENTS INSTALLED
LESS THAN 24" FROM THE
GROUND.

NO SCALE

DECK LEDGER

2 x CONT LEDGER W/ (2) FASTENERS @
16" O.C. MAX - 1/2" DIA THRU BOLTS OR
(3) SIMPSON SDS 1/4 x 4-1/2" OR
LEDGERLOK WOOD SCREWS TO LVL
RIM JOIST & BLKG - EXP BOLTS TO FDN

DECK JST (SEE PLAN) W/ SIMPSON LUS
28 JST HANGER EACH JOIST

FLASHING AND FINISH BY OWNER

DRIP CAPS RECOMMENDED
ON ALL DECK JSTS

BRG WALL
OR

FDN WALL

DECK BRACING PLAN

IF e > 2d ADD
2nd PAIR OF BRACES

BRACE T.O. JSTS W/ CS16
W/ (2) 10d MIN @ EACH JSTNOTE: BRACING

NOT REQD
WHEN DECK
HAS SHTG HOUSE

DECK

1 1/8" THICK MIN RIM BOARD LVL

EXTEND HOUSE WRAP UNDER
LEDGER BOARD AND FLASHING USE
TREATED LUMBER AGAINST CONC

BEST PRACTICE
TIE JST TO BM W/
SIMPSON H1 OR H2.5 @
48" OC MAX

NOTE: ADDNL LEDGER FASTENERS
REQD WHERE GROUND SNOW LOAD >
100 PSF.

F.F.

T O JST
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PORCH FLR BM

PORCH FLR BM

NO SCALE

PORCH POSTS

12
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IA
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P
O
S
T

12
"D
IA
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H
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S
T

2"
D
IA
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H

P
O
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T

12
"D
IA
P
O
R
C
H

12
"D
IA
C
O
N
C

P
IE
R

P
O
S
T

1" MIN TREATED
PLYWOOD OR
LUMBER O/C

NOTES:
1. DECK FRMG / DECKING & SLAB
ON GRADE NOT SHOWN SEE PLAN
2. SEE CONC PIER DETAIL FOR
CONC PIER REINF.

1" DIA x 3'-0" THREADED ROD
EPOXIED UP 12" MIN INTO
PORCH POST & 12" MIN INTO
CONC PIER OR LOWER LEVEL POST

1" DIA x 2'-0" THREADED ROD EPOXIED UP 12" MIN INTO
PORCH POST & 10" MIN INTO CONC PIER
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NOTE:
TYP B.O.
PORCH POST
BRG ELEV 98'-9
1/4" (2x8 PORCH
JSTS) ELEV
98'-7 1/4" (2x10
PORCH JSTS)

2"

MULTI-MEMBER BEAMS

DBL 2x OR TRIPLE 2x OR LVL QUAD 2x OR LVL

1/2" DIA THRU-BOLT @
24" O.C. - STAGGERED

NAIL W/ 16d @ 12" O.C
EACH SIDE, EACH LAYER

- STAGGERED T&B MIN

ALLOWABLE MAX SNOW LOAD PSF

SPAN
RATING

ROOF PANEL SHEATHING
NAILING SCHEDULE

WIND
SPEED

110 MPH

TYP U.N.O.

A A

SECTION A-A

NOTE NAIL
SPACING
REDUCE @
HATCHED
AREAS

(RIDGES &
OVERHANGS)

3/8

EDGE NAILING @ DIAPHRAGM PERIM, ALL
EXT WALLS & INTERIOR SHEAR WALLS

JOISTS OR TRUSSES SEE FRMG
PLANS- BLOCK SOLID @ BRG PTS

WOOD STRUCT PANEL SHTG CONT OVER (2)
OR MORE SPANS W/ STRENGTH AXIS PERP
TO SUPPORTS

NOTES:
ALL SHTG APA STRUCT I RATED EXP 1

NAIL W/ 8d COMMON NAILS (.131"
DIA, 2 1/2" LENGTH)

1 8 GAP END JOINTS
1/16 GAP SIDE JOINTS

FASTENER TO
PANEL EDGE

40 / 20

JST OR TRUSS

PANEL EDGE NAILING

PANEL
THICKNESS

19/32
12" 16" 24"

SPACING IN. O.C.
19.2"

6 O.C.

6 O.C.

1

ROOF FASTENING ZONE

12 O C.

6 O.C.

FIELD

EDGES

FIELD

EDGES

6 O.C.

6 O.C.

2

6 O.C.

6 O.C.

O.C.

3

O.C.

6 O.C.6 O.C.

STAGGER END JOINTS - LAYOUT PANELS
TO ELIMINATE ANY WIDTH LESS THAN 1'-0"

LAYOUT PLAN

300 130210

PANEL
LOCATION

1.

2.

>

-

ROOF SHEATHING

4'
-0
"

4'
-0

5'-0"

4'-0" 4'-0"

5'-0"

4'-0"

4'-0"

H
IP
E
N
D

GABLE END

RIDGE

R
ID
G
E

INCLUDING 12"
OF OVERHANG

1

1 1

1 1

23

2

2 2

3

KEY PLAN VIEW

12
"

SEE SCHEDULE ABOVE

CL

NO SCALE

PORCH POST ROOF FRAMING

SIMPSON
H10 EACH JOIST

PORCH POST BRACKET BK6 FOR
8x8 & BK11 FOR 10x10 W/ (4) 3/8" DIA
x 0'-4" LAG BOLTS TO POST & (2) 5/8"
DIA THRU BOLTS TO PORCH BEAM

4 OR 5

12

PORCH ROOF JST
PORC

H

12
"D
IA
P
O
R
C
H

P
O
S
T

2'-0"

BEAM

ROOF
SHTG
SEE
NOTE

S

BIRDSMOUTH
EACH JOIST
(IN FIELD) 2x12 S

UB-FA
SCIA

TRIM TO MATCH GABLE
ENTRY WHERE APPLICABLE
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T.O PORC
H POS

T

T.O. PORCH ELEV:
106'-9-1/4" FOR 8'-0" POST
108'-7-1/4" FOR 9'-10" POST
BASED ON MAIN FLR 100'-0"

G
A
B
LE

M
A
IN
FL
R
W
A
LL

T.O. WALL

MA
IN
FLR

AB
LE
WA
L

WA
LL

FOUNDATON

AND / OR

FLOOR FRAMING
(FDN SHOWN)

W
A
LL

NO SCALE

GABLE WALL SECTION

FIELD INSTALL 3/8" DIAx0'-6" LAG
BOLT
@ 16" O.C. (TYP)

TYPAR BUILDING PAPER- LAP MIN 2"
ENSURE WATER PROOF SEAL @ LAP EDGE

PROVIDE 1 BEAD OF CAULKING TO
EACH SIDE OF STUD (TYP)

POLYSTYRENE BACKER ROD &
"TIMBER PRO" CHINKING

"TIMBER PRO" STAIN / LOG PRESERVATIVE

7/16" O.S.B. SHTG- SEE SHEAR WALL NOTES

SEE WCLH WALL BASE
CONNECTION DETAIL AND SCHEDULE

8"-10" LOG SIDING ATTACHED W/ 3" #8
.140 YELLOW ZINC DECK SCREW

DBL TOP & BOTTOM PLS ( TYP)

NOTE OWNER / CONTRACTOR TO
PROVIDE & INSTALL FLASHING REQD
BELOW WALL

LAP & FASTEN TYPAR BLDG PAPER
6" ONTO RIM JOIST
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NO SCALE

TYP ROOF TRUSS FRAMING

7
12

PREFAB TRUSS BLKG EACH
END OF ROOF & EVERY
OTHER TRUSS (DESIGN
FOR 380 PLF MIN HORIZ

LOAD)

VENTED SOFFIT - O/C

SIMPSON H1 EA TRUSS

ROOF SHTG SEE NOTES

2x6xCONT FASCIA
BACKER

8d @ 4" O.C.

ROOF TRUSS

TRUSS BLKG ELEVATION A

ROOF SHTG W/ 8D @ 4" O.C.
10D @ 6" O.C.
ROOF TRUSS (SEE PLAN)
SIMPSON A35 (TYP)
DBL TOP PLS- STUDS NOT SHOWN

INDICATES SCISSOR TRUSS

A

GRID
LINEZ:D
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2x4 BLKG T&B OF OPEN PANELS (LAID FLAT)

PREFAB
BLKG PNL

PREFAB
BLKG PNL

O
P
E
N

O
P
E
N

10D @ 6" O.C. BLKG TO TOP PLS

12'-0"

NO SCALE

PORCH ROOF W/ TRUSS FRAMING
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4
12

2"x4" PORCH
CEILING @ TRUSS

SPACING

2x6xCONT PL W/ (2)
16D @ EACH TRUSS

A35 @ EACH JOIST

VENTED SOFFIT - O/C

SEE PORCH
POST ROOF

FRAMING DETAIL

SEE TYP ROOF
TRUSS

FRAMING DETAIL

2x12
FASCIA

POR
CH R

OOF
JOIS

TS

SIMPSON CS16 x 0'-10" W/
(4) 16d SINKERS EACH END

2x4 BLKG W/
8d @ 4" O.C.ALIGN PORCH ROOF

JOISTS WITH ROOF TRUSSES

ROOF TRUSS

EXTEND ROOF
SHTG OVER EXT
WALL TO OUTSIDE
OF PLATE

2X8 X CONT PL. W/
(2) 16d @ EA. TRUSS

A

B

50° MAX

6'6' 6' 6'6' 6' 6'

NO SCALE

GABLE END WALL

PERIMETER ROOF SHTG NAILING

GABLE END WALL
(5) 16d MIN

2x4 BLKG W/ (2)
16d @ EACH END

SECTION A

BRACE

BRACE 2x4 VERT DIAG
WHEN BRACE LENGTH
>6'-0", ADD 2X4 (FLAT)
& NAIL W/ 16D @ 8" O.C.

GABLE END BRACE MAX SPACING

T.O. WALL

3/8" DIA x 0'-6" LAG BOLTS @
16" OC.

2x6 BLKG

SIMPSON H1 EVERY
OTHER OUTLOOKER

2x6 OUTLOOKER LADDER FRMG
W/ (3) 16d @ EACH END. NAIL TO
TRUSS W/ (2) 16d (1) SIDE OF
EACH OUTLOOKER. SEE ROOF
FRMG PLAN

SET BOTTOM OF BRACE
@ BOTTOM OF TRUSS

PREFAB
TRUSSES
(SCISSOR
TRUSSES
SHOWN)

(5) 16d MIN

10d @ 4" O.C.

B.O. FLAT TRUSS

WALL SECTION B

FLAT TRUSS SCISSOR TRUSS

A35
TYP

3/8"
DIAx0'-4"

LAG BOLTS
@ 16" O.C.

STAGGERED

(3)
1-3/4"x5-1/2"
LVL FULL HT
STIFF MBR-
LAMINATE
BEFORE
PLACING IN
WALL
SIMPSON
A35 @ ALL
HORIZ PLATES

T.O.
WALL

GRID
LINE

GRID
LINE
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BLKG & BRACING ARE FIELD CUT

NO SCALE

FLR FRAMING @ CORNER POST

03-s-lrfrm
g
@
cornerpost

iso
dw
g

CORNER VIEW

WOOD I-JST - (SEE PLAN)
W/ (2) 8d TO SILL PL EACH

JST
TYP ALL BEARING POINTS

CONC FDN

2x6 PRESSURE
TREATED SILL PL

2x6 STUDS @ 16" O.C. (TYP)

SEE WCLH WALL BASE CONN DETAIL & SCHED

SOLID I-JST BLKG @ 32" O.C. PERP TO RIM JST @ 1ST (2)
JST BAYS W/ (2) 10d TO SILL PL & 8d @ 4" O.C. FLR SHTG TO
BLKG - SEE BLOCKING PLAN- NOT REQD AGAINST GARAGE

NOTES:
1. SEE FDN WALL & FDN REINF DETAILS
2. DIMENSION LUMBER IS NOT SUITABLE
FOR USE AS RIM BOARD W/ WOOD I-JOISTS

SOLID
BLKG

SOLID
BLKG

ALT BLOCKING

INTERFERING DUCTS & PIPING

2x4 FLAT NAILER T&B

NO NAILS
CLOSER THAN 1
1/2" FROM END
OF JST - NO 16d
COM - DRIVE

NAILS @ ANGLE

10d NAIL T&B
RIM JST TO JST

LO
G S
IDIN

G

8" DIA MAX HOLE 11 7/8" JOISTS -
DO NOT CUT FLANGES

3/8" DIA x 6" LAG SCREWS@ 16"
O.C. STAGGERED THRU (2)

STUDS TO CORNER POST- FULL HT

BLDG PAPER - LEAVE 12"
LOOSE @ EACH END OF

WALL TO TUCK IN
BEHIND CORNER POST

QUARTER CUT LOG
CORNER POST- PROVIDE
1/2" SPACE BETWEEN LOG
AND SIDING

BLDG PAPER

PERIMETER NAILING

7/16" RIM JST SHTG -
NAIL W/ 8d @ 4" O.C. T&B

10"R

WOOD I-JOISTS

CORNER POST

1 1/4" SOLID COMPOSITE RIM JST - LAP 7/16" RIM
JST SHTG OVER JOINT BTWN RIM JST & SILL PL OR
INSTALL SIMPSON LTP4 @ 24" O.C.

WALL SECTION

SECTION @ CORNER

GR
ID
LIN
E

GRIDNE

R D L NE

GR D L NE

FLR
SH
TG

SE
E N
OT
ES

S
A
V
E
D
:10/

06

10"MIN

MAIN FLR BM

NO SCALE

FD
N W

ALL

LO
G S
IDIN

G

WO
OD

I-JO
IST
S

SIMPSON ACE4 POST CAP ON 4x6
PRESSURE TREATED POST - BOLT TO
CONC FDN WALL W/ 5/8" DIA EXP
BOLTS T&B AND @ 32" O.C. W/ 4" MIN
EMBED

BOTTOM PL-TRIM @ COLUMN

SOLID COMPOSITE RIM JST

2x6 x CONT SILL PL -
PRESSURE TREATED AGAINST CONC

SEE WCLH WALL BASE CONNECTION DETAIL AND SCHEDULE

1.

FLOOR FRAMING @ CENTER FLOOR BEAM

GR DLINE

GR
ID
L N
E

FLR
SH
TG

SEE
NO
TES

7/1
6"

O.S
.B

SH
TG

NOTE:
DOOR FEATURE GABLE
WALL REQUIRES
ADDITIONAL FASTENERS -
SEE DETAIL

2x6 STUDS @ 16" O.C. (TYP)

NOTES:
MAINTAIN NOT LESS THAN 1/2"

CLEARANCE BEAM TO CONC ON
SIDES AND END

2. SEE ADDITIONAL NOTES ON FLR
FRAMING @ CORNER POST DETAIL

3. FINISHED FLOORING-
3/4" T.&G. O.S.B. SHEATHING

1.
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27/06

*WCLH DOES NOT WARRANTY
COMPONENTS INSTALLED
LESS THAN 24" FROM THE
GROUND.

NO SCALE

DECK LEDGER

2 x CONT LEDGER W/ (2) FASTENERS @
16" O.C. MAX - 1/2" DIA THRU BOLTS OR
(3) SIMPSON SDS 1/4 x 4-1/2" OR
LEDGERLOK WOOD SCREWS TO LVL
RIM JOIST & BLKG - EXP BOLTS TO FDN

DECK JST (SEE PLAN) W/ SIMPSON LUS
28 JST HANGER EACH JOIST

FLASHING AND FINISH BY OWNER

DRIP CAPS RECOMMENDED
ON ALL DECK JSTS

BRG WALL
OR

FDN WALL

DECK BRACING PLAN

IF e > 2d ADD
2nd PAIR OF BRACES

BRACE T.O. JSTS W/ CS16
W/ (2) 10d MIN @ EACH JSTNOTE: BRACING

NOT REQD
WHEN DECK
HAS SHTG HOUSE

DECK

1 1/8" THICK MIN RIM BOARD LVL

EXTEND HOUSE WRAP UNDER
LEDGER BOARD AND FLASHING USE
TREATED LUMBER AGAINST CONC

BEST PRACTICE
TIE JST TO BM W/
SIMPSON H1 OR H2.5 @
48" OC MAX

NOTE: ADDNL LEDGER FASTENERS
REQD WHERE GROUND SNOW LOAD >
100 PSF.

F.F.

T O JST
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THESE PLANS, DRAWINGS, AND
DESIGNS ARE THE PROPERTY OF

WHISPER CREEK LOG HOMES (WCLH).
ALL RIGHTS RESERVED AND SHALL NOT
BE REPRODUCED OR COPIED WITHOUT
THE EXPRESSED WRITTEN CONSENT
FROM AN OFFICER OF WCLH. UNDER
PENALTY OF PROSECUTION,THESE

PLANS ARE RELEASED FOR
CONSTRUCTION ON THE SITE

DESCRIBED HEREON AND NO OTHER.

PROJECT NO.:

ARCHITECT ENGINEER OF RECORD:

THESE DESIGNS AND DETAILS ARE
BASED ON MANY YEARS OF
CONSTRUCTION, DESIGN, AND

ENGINEERING PRACTICE IN NUMEROUS
DIVERSE JURISDICTIONS. THE PURPOSE

IS TO PROVIDE A BASIS FOR THE
DESIGNS INCORPORATED IN WHISPER
CREEK LOG HOMES (WCLH). HOWEVER,

IT IS THE RESPONSIBILITY OF THE
OWNER TO CONSULT WITH ARCHITECT
OR ENGNEER OF RECORD (E.O.R.) TO
REVIEW AND VERIFY ANY AND ALL OF
THE ASSUMPTIONS MADE AND DESIGNS
PRESENTED. WCLH MAKES NO WARANTY
OR GUARANTEE AS TO THE FINAL SITE
SPECIFIC APPLICABILITY OF THE DESIGN.
ANY AND ALL PROPOSED CHANGES BY
THE E.O.R. SHALL BE COORDINATED
WITH WCLH. ALL CHANGES MUST BE
APPROVED IN WRITING BY WCLH. IF

APPROVED, ALL CHANGES WILL RESULT
IN ADDITIONAL COSTS AND MAY REQUIRE
MODIFICATIONS TO THE PLANS AND

WALLS.

2604 YELLOWHEAD TRAIL NE
EDMONTON, AB T6S 1C2
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FRAMING DETAILS
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BEST PRACTICES - MAY NOT BE REQD
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LUMBER
1. MEMBER GRADES SHALL BE AS FOLLOWS;

GLU-LAM BEAMS (Simple Span) ....................................... 24F-V4 DF/DF

JOISTS & HEADERS................................................................SPF #2 BTR
POST........................................................................................SPF #1 BTR
STUDS BEARING WALLS........................................................SPF #2 BTR
LVL's...............................................................2.0E DF LVL Fb 2,900 PSI
SILL PLS IN CONTACT W/CONC..................................DOUG FIR #2 BTR
(PRESSURE TREATED FOR MOISTURE PROTECTION)

2. STUD WALLS SHALL RUN CONTINUOUS BETWEEN POINTS OF HORIZONTAL
SUPPORT. PROVIDE BRACING WHERE OTHERWISE.
3. SOLID 2 IN. NOMINAL BLOCKING SHALL BE PROVIDED AT ENDS OR POINTS OF
SUPPORT OF ALL WOOD JOISTS AND TRUSSES. CROSS BRIDGING OF NOT LESS
THAN 1 IN. X 3 IN. MATERIAL SHALL BE PLACED IN ROWS BETWEEN SUPPORT
POINTS, NOT TO EXCEED 8 FT APART, FOR SPANS OF 14 FT AND GREATER. INSTALL
CROSS BRIDGING FOR WOOD-I JOISTS AS PER MFGR.
4. MIN NAILING SHALL BE AS PER LATEST ADOPTED BUILDING CODE.
5. ALL LUMBER IN CONTACT WITH CONCRETE OR MASONRY SHALL BE PRESSURE
TREATED LUMBER OR FOUNDATION REDWOOD. SEE PRESSURE TREATED LUMBER
NOTES.
6. ALL WOOD SUPPORT MEMBERS EXPOSED TO WEATHER SHALL BE TREATED OR
PROTECTED TO PREVENT MOISTURE OR WATER ACCUMULATION ON THE SURFACE.
7. ENDS OF UNTREATED WOOD BEAMS ENTERING EXTERIOR MASONRY OR
CONCRETE WALLS SHALL HAVE A CLEARANCE OF NOT LESS THAN 0.5 INCH ON TOP,
SIDES AND ENDS.
8. FASTENERS SUCH AS STAPLES, CAN ONLY BE SUBSTITUTED FOR NAILS AT A
RATE EQUAL TO LOAD VALUES PROVIDED BY I.C.B.O. APPROVAL.
9. BOLT HOLES SHALL BE 1/16" MAX LARGER THAN THE BOLT SIZE. RETIGHTEN ALL
NUTS PRIOR TO CLOSING IN.

SHEAR WALL NOTES
1. ALL EXTERIOR FACTORY WALLS ARE SHEATHED AND NAILER PER SCHEDULE
BELOW. ALL FIELD BUILT EXTERIOR WALLS, INTERIOR WALLS INDICATED ON THE
PLANS, AND VERTICAL SURFACES AT STEPS IN ROOF SHALL BE SHEATHED WITH APA
RATED 24/0 (OR BTR) CDX STRUCTURAL II PANEL SIDING. NAILING SHALL BE AS
INDICATED IN SHEAR WALL SCHEDULE.
2. BLOCK ALL HORIZONTAL PANEL EDGES WITH 2 IN. NOMINAL OR WIDER FRAMING.
FRAMING AT ADJOINING PANEL EDGES SHALL BE 3-INCH NOMINAL OR WIDER AND
NAILS SHALL BE STAGGERED WHERE NAILS ARE SPACED 3 INCHES OR LESS O.C.
3. ALL SHEATHING SHALL EXTEND CONTINUOUS FROM SILL PLATE TO ROOF OR
FLOOR SHEATHING. SEE NOTE 2 ABOVE.
4. SHEATHING SHALL EXTEND CONTINUOUS FROM FLOOR FRAMING TO HIGH ROOF
FRAMING ON UPPER LEVEL EXTERIOR WALLS ABOVE A LOW ROOF.
5. NAILS SHALL BE SPACED NOT LESS THAN 3/8 IN. FROM EDGES AND ENDS OF
SHEATHING AND SHALL BE DRIVEN FLUSH BUT SHALL NOT FRACTURE THE SURFACE
OF THE SHEATHING. GAP ALL SHEATHING 1/8" AT PANEL EDGES.
6. ANCHOR BOLTS FOR ALL SHEAR WALLS SHALL BE SIZED AND SPACED AS
INDICATED IN SCHEDULE WITH 7 IN. MIN EMBED. PLATE WASHERS A MINIMUM OF 2
INCHES BY 2 INCHES BY 3/16 INCH THICK SHALL BE INSTALLED WHEN LOCATED IN
SEISMIC DESIGN CATEGORY D,E, & F (ZONE 3 & 4).
7. SEE SHEAR WALL SCHEDULE WITH FRAMING PLAN WHEN FIELD APPLIED SHEAR
WALLS ARE REQD

3 1/8" O.C.

2" O.C.

FW 1

FW

350 PLF

FW 2
600 PLF

12" O.C.
(MAX)

7/16 APA RATED
STRUCTURAL
SHEATHING EDGES FIELD

NAILING 8d

FACTORY WALL SCHEDULE (SHTG INSTALLED BY WCLH)

SOLE PLATE
TO RIM JST

N
O

TE
S

3/8" ø x 0'-6"
LAG BOLTS
@ 16" O.C

SHOP BUILT
WALLS

EXTERIOR SIDE

ANCHOR BOLTS
5/8" ø X10" MIN

32" O.C. (MAX)

MARK

1

1,
2

1

1. SEE WCLH WALL BASE CONNECTION DETAIL, SHEET S-2.0.
2. INSTALL 3x6 STUDS OR (2) 2x6 STUDS @ ADJOINING PANELS
(2) 2x6 STUDS TO BE FACE NAILED W/ 10d EACH FACE @ 3" O.C STAGGERED.

FLOOR SHEATHING
1. FLOOR SHEATHING SHALL BE 3/4 IN., T&G APA RATED 48/24 EXPOSURE I
SHEATHING NAILED WITH 10d NAILS AT 6 IN. 0.C. AT ALL PANEL ENDS, SUPPORTED
EDGES, TOP OF SHEAR WALLS (ALL EXTERIOR WALLS ARE SHEAR WALLS) AND ALL
BLOCKING; 10d AT 12 IN. O.C. ALONG INTERMEDIATE FRAMING MEMBERS. NAILING
SHALL BE SPACED AT 3/8 IN. MIN FROM EDGE OF PANEL.
2. LAY SHEATHING WITH FACE GRAIN AT RIGHT ANGLES TO FRMG W/ END JOINTS
STAGGERED (SEE TYP DETAILS).
3. BLOCK JOISTS SOLID AT ALL BEARING POINTS.




